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colorFabb_XT is made with Eastman Amphora AM1800 and has a unique formulation for 3D Printing that 
features excellent properties : High strength and very high toughness, Odor Neutral processing, High Tg / 
improved temp. resistance, Styrene free formulation, FDA food contact compliance, BPA (Bisphenol A ) free 
formulation. It will allow the user to produce 3D printed functional products in a safe way. 

 

TYPICAL MATERIAL PROPERTIES – 3D Printed 

Physical properties Unit Value Method 

Tensile modulus MPa 1866,95 ISO 527 

Yield strength MPa 55,23 ISO 527 

Yield strain % 4,42 ISO 527 

Tensile strength MPa 54,67 ISO 527 

Tensile strain at tensile strength % 4,45 ISO 527 

Tensile stress at break MPa 37,75 ISO 527 

Tensile strain at break % 6,24 ISO 527 

Charpy unnotched impact strength kJ/m2 89,11 ISO 179-1/1 eU 

Charpy notched impact strength kJ/m2 4,97 ISO 179-1/1 eU 
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FILAMENT SPECIFICATION 
Nominal diameter: Diameter tolerance Ovality   

1,75 mm ±  0.05mm ≥ 95%   
2,85 mm ±  0.1mm ≥ 95%   

     
Netto filament weight 750g/2200g    
     
GUIDELINE  FOR  PRINT SETTINGS 
 
Nozzle temperature 

 
240 - 260°C 

Bed temperature 60 - 70°C 
Bed surface / modification - 
Active cooling fan 50% 
Print speed 40-70 mm/s 
 
*For best part strength try to print with the least amount of fan cooling possible. For better small details and 
overhangs increase fan speed. 
 
Notes 
The reported properties are an average of a batch of 3D printed specimens. The specimens have been printed 
in XY plane, using 0.15mm layerheight, 100% infill, 0.4mm nozzle, 250 °C nozzle temperature and 70 °C bed 
temperature. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Disclaimer 
The product- and technical information provided in this datasheet is correct to the best of our knowledge. The information given is 
provided as a guidance for good use, handling and processing and is not to be considered as a quality specification. The information only 
relates to the specific product and the material properties. 

 


